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Making the Physical Connection 
This system does not use the POE from a switch. Using the power from a POE equipped switch can damage the AP24. The 

AP24 uses an injector system (included) set to handle 12vdc.  From the Network Device (switch, pc, ip camera, etc) plug the 

LAN cable into the “LAN” port on the injector.  Run a LAN cable from the Injector “POE” port to the antenna “LAN” port. 

 

 

                    

 

 

 

 

 

 

 

 

 

 

 

 

 

Configuring the Settings 
When you receive the AP24 there are only a few settings that need to be changed to setup the link between them and get 

them on the network. This should be done in a controlled environment such as a “test bench scenario” to ensure proper 

function where change can be made quickly from the ease and safety of the ground. 

 

The default username and password are: 

Username:   admin 

Password:   admin 

 

Connecting multiple units at one time without changing the address will result in an IP conflict. To make sure this does not 

happen configure them one at a time.  Remember each network is different so you will need to choose an address that is 

compatible with your network. 

 

Each unit comes defaulted to: 

 Address:   192.168.1.1 

Subnet mask:   255.255.255.0 

 

 

 Change the IP address 

1. Click INTERNET SETTINGS 

2. Click LAN 

3. Change the address to a non conflicting address according to your specific network. 

4. Click APPLY 
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The first is the “NETWORK SIDE”.  

Set the Mode. This will identify it as the side connected to the physical network. 

1. Expand SITE CONTENTS  

2. Click OPERATION MODE 

3. Select the radio button for GATEWAY 

4. Click APPLY 

5. Expand WIRELESS SETTINGS 

6. Click BASIC 

7. Choose AP  from the drop down (AP+WDS for multiple “REMOTE” AP24 antennas) 

8. Click APPLY 
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The second is the “REMOTE SIDE” 

Set the Mode. This will identify it as the side connected to the physical network. 

1. Expand SITE CONTENTS  

2. Click OPERATION MODE 

3. Select the radio button for GATEWAY 

4. Click APPLY 

5. Expand WIRELESS SETTINGS 

6. Click BASIC 

7. Choose AP CLIENT  from the drop down  

8. Click APPLY 
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Linking to the “REMOTE” to the “NETWORK” 

1. Click WIRELESS SETTINGS 

2. Click SITE SURVEY 

3. Choose the item listed with the MAC Address (BSSID) matching the “NETWORK SIDE”                            

(MAC address is located on the back of the antenna) 

4. Click NEXT 

 

 

 

Hint: If for some reason an AP24 antenna needs to be set back to factory default press and hold 

the reset button on the injector for 5-10 seconds 


